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Parts checklist 

 
 

 
 
 
 
 

 

·  Tray 
·  Wheels x 2 
·  Hub Caps x 2 
·  Nose x 1 
·  Leg Brace x 1 
·  Legs x 2 
·  Handle shafts x 2 
·  Tray Support Timber x 2 
·  Axle Support Timber x 2 
·  Axle Supports x 2 
·  Axle x 1 
·  Front Tray Screws x 2 
·  Rear Tray Screws x 2 
·  Axle Support Screws x 2 
·  Leg Brace Screws x 2 
·  Nose Screws x 2 

 



Assembly Instructions  
 

 
 

 
 
 

 
 
 
 
 
 
 
 
 

 

Step 1 
Place front tray and rear tray screws through the tray and tape 
them into position to hold them in place 
 

Step 2 
Place the tray support timber, handle shafts, axle support 
timber and legs respectively over the screws.  
Ensure when the tray support timber is fitted the 
screws come out at an angle to the tray so that the  
handle shaft can fit flush over the screws. If the 
handle shaft does not fit flush over the screws the  
tray support timber is around the wrong way. 
On the front screws place the axle and axle supports 
through the front tray screws lightly bolt them all in 
position.  Run the axle support screws through the front 
hole of the axle support timber and lightly bolt them into 
position.   
 

Step 3 
Place the nose over the ends of the handle shafts and bolt 
them into position with the nose screws. Take the leg brace 
and bolt it into position into the holes at the rear of the legs 
with the leg brace screws. Ensure the axle is even on both 
sides and tighten all the bolts. Place the wheels over the end 
of each axle and push the hub caps over the end of the axle.  
 
 


